INSTRUCCIONES RESET T23

Presione € boton “ Reseteador” :

Reset T23

P Nota importante

_ Despues de realizar el deshloguen de su impresara
se recormienda limpiar el pad que es la esponja o
receptaculo gue recibe la tinta de las limpiezas de

- ] cabezal Ya que se puede _derramar la tinta
- afectando mecanismos y circuitos de |3 Impresara.

Apareceralasiguiente pantalla. Presione el botdn “ Accept”

Adjustment Program EI

The name of the person who downloaded this program is :

Taufan Surapati
PT Epson Indonesia

This program is authorized to be used only by :

Taufan Surapati
PT Epson Indonesia

Software License Agreement

Please read the following License Agreement.
You must accept the terms and conditions of this Agreement to continue use.

Motice to User: This is a legal agreement between you (an individual or -~
single entity, referred to hereinafter as "you™) and Seiko Epson Corporation
("Epson™) for computer software product, fontware, typefaces and/or data,
including any accompanying explanatory written materials (the "Software™).
BEFORE DOWNLOADING, INSTALLING, COPYING OR OTHERWISE USING

THE SOFTWARE, YOU MUST AGREE TO THE TERMS AND CONDITIONS OF

THIS AGREEMENT. Please read these terms carefully and click on the

Accept button below if you agree. If you do not agree with the terms and
conditions of this Agreement, click on the Decline button below and you will
not be able to use the Software.

C_Accept D[ Decline |




Presione € botén “ Particular adjustment mode” :

iZ Adjustment Program

EPSON Adjustment Program

Model: (not selected)
Dest: (not selected)

Port: Auto selection

These are all the adjustment modes You can select particular adjustment
which may be necessary for servicing item.

the devise. It gives the correct order to

guide you once you select your

replacement (repaired) parts. Multiple

selections are available.

Sequential adjustment mode | < Particular adjustment moaﬁ
Quit

En la siguiente pantalla seleccionar en Model Name “T23” como muestrala siguiente
pantalay luego e boton OK.

Adjustment Program fg

EPSON Adjustment Program

Port |Auto selection j

L




Seleccione laopcién “ Waste ink pad counter” 'y luego presione el botén “ OK”:

Adjustment Program §|

Select an adjustment item from the below window and double-click to
execute it.

Head ID input »
Top margin adjustment

Head angular adjustment

Bi-D adjustment

First dot position adjustment

PF band adjustment

CR motor heat protection control

---- Maintenance ----
Head cleaning
In

| |Ink charga_
t<Waste ink pad counter >
Shipping setting

---- Appendix ----

Final check pattern print
EEPROM dump

Printer information check

Paper feed test
{ OK z Setting Previous

1€




Seleccionar €l boton “ check” pararecuperar €l valor actual del contador. Luego
presionar en el botdn “ Initialization” para resetear el contador a cero.

Adjustment Program

Waste ink pad counter

X

MOTE : You have to replace waste ink pad if you initialize
the protection counter.

1) Click [Check] button to check current protection counter's value.

Check & Initialization

IMain pad counter point

T

Platen Pad point
%
The current counter value is confirmed. --=
Initialization will clear all the above counters. = Initializatio

Get Status | Cleaning | Finish | Cancel |

3

|54

Presionar el boton “ Aceptar” y el contador seréa reseteado.

x

-
. | J W'hen the Ok buktan is clicked, initialization is done,

1 D Cancelar |

Apagar laimpresora. El contador se ha reseteado.
Presione €l botdn “ Finish” para cerrar lapantalla.




Cerrar € soft. Presionando € botén “ Previous’

Select an adjustment item from the below window and double-click to
execute it.

Head ID input ~
Top margin adjustment

Head angular adjustment

Bi-D adjustment

First dot position adjustment

PF band adjustment

CR motor heat protection control

---- Maintenance ----
Head cleaning

Ink charge

Waste ink pad counter
Shipping setting

---- Appendix ----

Final check pattern print
EEPROM dump

Printer information check
Paper feed test

b d

Adjustment Program [z

OK Setting |( Previous P

Y en lasiguiente pantalla, presione el boton “ Quit”

i Adjustment Program

EPSON Adjustment Program

Model: Stylus T23

Dest: EAIl (Latin)

Port: Auto selection Select
These are all the adjustment modes You can select particular adjustment
which may be necessary for servicing item.

the devise. It gives the correct order to
guide you once you select your
replacement (repaired) parts. Multiple
selections are available.

Sequential adjustment mode | | Particular adjustment mode

e




